


PFP PFV PFS

PUMP TUBE DATA 
          

in (cm)

PFM PP 316SS, PP, FKM, PVDF

2 (5.1)

160 71
PFP PP Alloy625, PP, FKM, PVDF

PFV* PVDF Alloy625, FKM, PVDF 120 49 

PFS 316SS 316SS, FKM, ETFE 220 105

*PFV-72 = 115°F (46C)

(CP)

gpm (lpm) gpm(lpm) ft (m) ft (m)

PFP,  PFM   
PFV, PFS† 1” 40 (151) 22 (83) 80 (24) 38 (11.6) 1.8 2,000 330

(CP) 100 250 500 1,000 2,000

gpm (lpm) 24 (91) 16  (61) 11 (42) 7 (26) 4 (15)

(meter) 52 (16) 51 (16) 48 (15) 45 (14) 28  (9)

100-500 CP M3/M5V
        500-2,000 CP  M58/M59P

27" (69cm),  40" (102cm),  48" (122cm),  60" (152cm),  72" (183cm)

PF

M3V, M5V, 
M5V-US

M3T, M5T

M3X, M5X, 
M10X

M58P, M59P

M6, M6X
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EFP EFV EFS

PUMP TUBE DATA 
 

 (CP) 100 200 300

 gpm (lpm) 7 (26) 5  (19) 4 (14)

 feet (meter) 16 (5) 16 (5) 16 (5)

(CP)

gpm(lpm) gpm (lpm) ft (m) ft (m)

EFP, EFV
EFS

3/4” 17 (64.4) 15 (56.8) 20 (6.1) 17 (5.2) 1.2 300 300

16" (41cm),  27" (69cm),  40" (102cm),  48" (122cm) 

EFP
EFV
EFS

S1, S2, S3

S4

in (cm)

EFP PP 316SS, FKM, PTFE, PP
1-1/4 
(3.18)

150 66

EFV PP/PVDF Alloy625, FKM, PTFE, ETFE, PP 160 71

EFS 316SS 316SS, FKM, PTFE, ETFE 212 100 
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TTS TTC STTS

PUMP TUBE DATA 
 

(cP)

gpm (lpm) gpm (lpm) ft (m) ft (m)

TTS

1" 10 (38) 16 (61) 10 (3) 30 (9) 1.8 500 2,000TTC

STTS

 (cP) 100 250 500 1,000 2,000

 gpm (lpm) 7 (26) 6  (23) 3 (11) 4 (15) 3 (11)

 feet (meter) 25 (8) 35 (11) 48 (15) 60 (18) 28  (9)

100-500CP M7T/M8T 
500-2,000CP M6X 

TTS 
TTC 
STTS

M7T, M8T

M7X

M6, M6X

TTC, TTS -  27" (69cm),  40" (102cm),  48" (122cm) 

STTS - 40" (102cm)

In (cm)

TTS 316SS 316SS, PTFE 1-1/2 (3.8)

150 66TTC CPVC Alloy 625, PTFE 1-5/8 (4.1)

STTS 316SS 316SS, PTFE 1-1/2 (3.8)
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BTS

PUMP TUBE DATA 
 

BTS
M15, M16, M17,

M18, M19, M20

HVDP-HR M58H, M59H

HVDP-LR
M60, M61, M62, M63, 

M64, M65, M66

 (CP)

gpm (lpm) gpm (lpm) ft (m) ft (m)

BTS 1-1/2" 10 (38) 10 (38) 200 (61) 200 (61) 1.8 15,000 15,000

HVDP-HR 1-1/2", 2" 9 (32) 9 (32) 300 (91) 300 (91) 1.8 20,000 20,000

HVDP-LR 1-1/2", 2" 7 (27) 7 (27) 300 (91) 300 (91) 1.8 100,000 100,000

BTS:  40"(102cm) 

HVDP: 27"(69cm),  40"(102cm),  48"(122cm)

HVDP-HR

in (cm)

BTS 316SS PTFE, 316SS 2 (5.1) 200 93

HVDP 316SS
316SS, Buna N, 

FKM, PTFE
2 (5.1) 180 82
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HP W

M3V CSA 115VAC/50-60 Hz  4/5 650 3,500-10,000 500 PF

M5V CE 230VAC/50-60 Hz  4/5 650 3.500-10,000 500 PF

M5V-US* CE 230VAC/50-60 Hz  4/5 650 3,500-10,000 500 PF

M3V-UK CE 115VAC/50-60 Hz  4/5 650 3,500-10,000 500 PF

S1 CSA 115VAC/60 Hz  1/3 250 8,000 / 14,000 300 EF

S2
CE

230VAC/50-60 Hz  1/3 250 8,000 / 14,000 300 EF

S3 115VAC/50-60Hz  1/3 250 8,000 / 14,000 300 EF

HP W

M3T CSA 115VAC/50-60 Hz  4/5 640 10,000 500 PF

M5T CE 230VAC/50-60 Hz  4/5 640 10,000 500 PF

M7T CSA 115VAC/50-60 Hz  2/3 500 2,850/3,450 500 TT

M8T CE 230VAC/50-60 Hz  2/3 500 2,850/3,450 500 TT

M15

�

230/460V/60 Hz 1 746 3,450 800 BT

M16 230/460V/60 Hz 2 1,492 1,725 7,000 BT

M17 230/460V/60 Hz 3 2,238 1,725 15,000 BT

M58H 115VAC/50-60 Hz 1 1/3 1000 10,000 20,000 HVDP

M59H 230VAC/50-60 Hz 1 1/3 1000 10,000 20,000 HVDP

M59HCE CE 230VAC/50-60 Hz 1 1/3 1000 10,000 20,000 HVDP

M58P 115VAC/50-60 Hz 1 1/3 1000 5,000-10,000 2,000 PF

M59P 230VAC/50-60 Hz 1 1/3 1000 5,000-10,000 2,000 PF

M59PCE CE 230VAC/50-60 Hz 1 1/3 1000 5,000-10,000 2,000 PF

M3V, M5V, M5V-US, M3V-UK S1, S2, S3 M3T, M5T, M7T, M8T M15, M16, M17 M58H, M59H,  M58P, M59P

MOTOR DATA 
 for Drum/Barrel Pumps 

6



Need help choosing a pump? Use the 
handy online Pump Selector at: 
www.finishthompson.com.

Consult FTI’s Chemical Resistance Chart (http://www.finishthompson.com/
downloads/drum-pumps/technical flyers) before selecting pump material.

MOTOR DATA 
 for Drum/Barrel Pumps 

HP W

M3X CSA 115VAC/50-60Hz 3/10 230 5000 10 PF

M5X* CE 230VAC/50-60Hz 3/10 230 5000 10 PF

M7X CSA 115VAC/50-60Hz 2/3 500 2850/3450 400 TT

M10X
CE/ATEX Ex II 
2G Ex IIA T4

230VAC/50-60Hz 4/5 640 10000 500 PF

Note:  Maximum viscosity can vary by pump series.

HP W

M6
CE/ ATEX Ex II

5GDc +1CTa+40C
80-100psi@15-32cfm 1/2 370 300-9,000 1,500† PF, TT

M6X
CE/ ATEX Ex II

5GDc +1CTa+40C
80-100psi@15-32cfm  3/4 560 300-6,000 2,000† PF, TT

M18

CE

100psi@40-70cfm 1 746 300-3,000 800 BT

M19 100psi@80-120cfm 2 1,492 300-3,000 7,000 BT

M20 100psi@120-170cfm 3 2,238 300-2,500 15,000 BT

M65
CE

100psi@25cfm 3/4 560 300-3,000 15,000 HVDP

M66 100psi@70cfm 1-1/2 1000 300-3,000 100,000 HVDP

S4 CE 40psi@27cfm 1/2 370 300 -11,000 300 EF

M3X, M5X, M7X, M10X M6, M6X M18, M19, M20 M65, M66 S4
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